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APPENDIX B

FIGURE 2, SITE PLAN, SUPPLEMENTAL SUBSURFACE INVESTIGATION REPORT,
DATED JUNE 6, 2019

SITE DETAIL, FIGURE 2, SITE PLAN, SUPPLEMENTAL SUBSURFACE
INVESTIGATION REPORT, DATED JUNE 6, 2019
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APPENDIX C

FIGURES 2 TO 7, ADDITIONAL SITE INVESTIGATION REPORT,
DATED NOVEMBER 13, 2019, PREPARED BY STRATUS ENVIRONMENTAL INC.

Figure 2, Site Map

Figure 3, Area of Arsenic Impacted Soil at a Depth of 1.5 to 2.0 Feet BGS
Figure 4, Area of Arsenic Impacted Soil at a Depth of 3.5 to 4.0 Feet BGS
Figure 5, Area of Arsenic Impacted Soil at a Depth of 5.5 to 6.0 Feet BGS
Figure 6, Area of Arsenic Impacted Soil at a Depth of 9.5 to 10.0 Feet BGS
Figure 7, Arsenic Investigation Locations at a Depth of 14.5 to 15.0 Feet BGS
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LEGEND:

©) GP-11A SOIL BORING, AUGUST 2019 (STRATUS ENVIRONMENTAL)
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